
SA60-A44NN-HE

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

MANUFACTURER: 

Address: 

NAME: SA60-A44NN-HE TYPE: 3000K WEIGHT: 

SPECIFICATION: CCT(K): 3000 DIMENSION: 80X150DEG SERIAL No.: 
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DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)

h

h

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

58

230

8669.6

1

230.9

3646

100.0

8669.5

147.0

0.0

100.0

8669.6

1.68

0.81

230.8

0.260

58.98

0.982

0.102

Test System:HOPOO Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2024.12.10 Remarks:
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SA60-A44NN-HE

AVERAGE AND CENTER E Figure

Report number: 

MANUFACTURER: 

Address: 

NAME: SA60-A44NN-HE TYPE: 3000K WEIGHT: 

SPECIFICATION: CCT(K): 3000 DIMENSION: 80X150DEG SERIAL No.: 

3.00m
633.96cm150.37lx 295.99lx

5.00m
1056.59cm54.13lx 106.56lx

6.00m
1267.91cm37.59lx 74.00lx

7.00m
1479.23cm27.62lx 54.37lx

8.00m
1690.55cm21.15lx 41.62lx

Height AVR E CENTER E Diameter

Angle:93.2deg

Test System:HOPOO Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2024.12.10 Remarks:
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SA60-A44NN-HE

ZONAL FLUX DIAGRAM

Report number: 

MANUFACTURER: 

Address: 

NAME: SA60-A44NN-HE TYPE: 3000K WEIGHT: 

SPECIFICATION: CCT(K): 3000 DIMENSION: 80X150DEG SERIAL No.: 

 g

  5.0   0-  5

 10.0   5- 10

 15.0  10- 15

 20.0  15- 20

 25.0  20- 25

 30.0  25- 30

 35.0  30- 35

 40.0  35- 40

 45.0  40- 45

 50.0  45- 50

 55.0  50- 55

 60.0  55- 60

 65.0  60- 65

 70.0  65- 70

 75.0  70- 75

 80.0  75- 80

 85.0  80- 85

 90.0  85- 90

 95.0  90- 95

100.0  95-100

105.0 100-105

110.0 105-110

115.0 110-115

120.0 115-120

125.0 120-125

130.0 125-130

135.0 130-135

140.0 135-140

145.0 140-145

150.0 145-150

155.0 150-155

160.0 155-160

165.0 160-165

170.0 165-170

175.0 170-175

180.0 175-180

C0 C90 C180 C270   zone   total  g F F

DEG LUMINOUS INTENSITY:cd UNIT:lm

2647 2533 2693 2737 63.51 63.51

2640 2355 2735 2793 189.0 252.5

2643 2112 2780 2826 309.7 562.3

2650 1792 2825 2839 421.7 984.0

2663 1419 2868 2827 522.3 1506

2701 1116 2916 2782 609.1 2116

2810 932.1 2984 2691 696.1 2812

2963 813.5 3121 2492 784.3 3596

3060 734.1 3333 2134 864.0 4460

3144 675.6 3520 1635 924.7 5385

2887 609.9 3646 1114 936.9 6322

2395 528.0 3327 600.4 881.2 7203

1264 320.7 2810 238.8 713.3 7916

588.0 118.8 1691 135.9 461.2 8378

152.7 51.58 580.3 74.49 206.0 8584

32.68 6.270 144.1 30.59 65.25 8649

12.54 1.839 27.75 9.865 15.26 8664

10.36 2.257 11.45 7.106 5.350 8670

Test System:HOPOO Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2024.12.10 Remarks:
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SA60-A44NN-HE

ISOCANDELA DIAGRAM

Report number: 

MANUFACTURER: 

Address: 

NAME: SA60-A44NN-HE TYPE: 3000K WEIGHT: 

SPECIFICATION: CCT(K): 3000 DIMENSION: 80X150DEG SERIAL No.: 
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Test System:HOPOO Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2024.12.10 Remarks:
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SA60-A44NN-HE

ISOLUX DIAGRAM

Report number: 

MANUFACTURER: 

Address: 

NAME: SA60-A44NN-HE TYPE: 3000K WEIGHT: 

SPECIFICATION: CCT(K): 3000 DIMENSION: 80X150DEG SERIAL No.: 

24.08m

16.05m

16.05m

 8.03m

 0.00m

0.00m

 8.03m

16.05m

16.05m

24.08m

MOUNTING HEIGHT: 10.0m

 10% 2.706lx

 20% 5.412lx

 30% 8.118lx

 40% 10.82lx

 50% 13.53lx

 60% 16.23lx

 70% 18.94lx

 80% 21.64lx

 90% 24.35lx

Test System:HOPOO Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2024.12.10 Remarks:
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SA60-A44NN-HE

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 

MANUFACTURER: 

Address: 

NAME: SA60-A44NN-HE TYPE: 3000K WEIGHT: 

SPECIFICATION: CCT(K): 3000 DIMENSION: 80X150DEG SERIAL No.: 

  (DEG)g

C(DEG)

UNIT: cd

0

0.0 2664

5.0 2647

10.0 2640

15.0 2643

20.0 2650

25.0 2663

30.0 2701

35.0 2810

40.0 2963

45.0 3060

50.0 3144

55.0 2887

60.0 2395

65.0 1264

70.0 588

75.0 153

80.0 32.6

85.0 12.5

90.0 10.3

90

2656

2533

2355

2112

1792

1419

1116

932

814

734

676

610

528

321

119

51.5

6.27

1.83

2.25

180

2664

2693

2735

2780

2825

2868

2916

2984

3121

3333

3520

3646

3327

2810

1691

580

144

27.7

11.4

270

2656

2737

2793

2826

2839

2827

2782

2691

2492

2134

1635

1114

600

239

136

74.4

30.5

9.86

7.10

Test System:HOPOO Test Set: 5.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.000 mOperators:
Test Date:2024.12.10 Remarks:
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