
Spectrum Test Report

Sample : Date : 2020-12-03 16:49:20

Specification  : ECO MINI三防灯扩光1.5M42W270颗HL421 65KSam. Status : 

Sample No. : 201374-2 SFY 0104010452N Instrument : HAAS-2000(EVERFINE)

Manufacturer : Test by : HW

Assessor : damin

Test Condition
Temperature : 25.3Deg RH : 65.0%

WL Range : 350nm-1000nm IP : 53782 (82%)

T : 263 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 1.942e+002mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.3131 y = 0.3393 / u' = 0.1943 v' = 0.4738 (duv=8.17e-03)   Dx,Dy:-0.0017,0.0144

CCT=  6419K         Prcp WL:    Ld=495.5nm      Purity=6.5%

Peak WL:  Lp=455nm  FWHM:   =20.7nm  Ratio:R=13.1% G=80.7% B=6.1%

Render Index: Ra = 82.5

R1 =80 R2 =90 R3 =94 R4 =78 R5 =80 R6 =85 R7 =86

R8 =66 R9 =1 R10=76 R11=77 R12=54 R13=84 R14=97 R15=74

 Photometric & Radiometric Parameters
Flux  = 5495.4 lm   Eff. : 123.31 lm/W  Fe  = 17.508 W

Flux of emitted photons(umol/s):78.565    Fluo. and blue light ratio:2.591   Fluorescent eff.:266.2

Photons1:1.856e+001 umol/s(600~700nm) Photons2:1.402e+000 umol/s(700~780nm)

PPF:77.235umol/s  PPF Efficiency:1.73304umol/s/W  PRF WATT:17170mW(400-700nm)

Electrical parameters
V = 230.1 V     I = 0.2063 A    P = 44.57 W PF = 0.9389

Kdisp(IEC) = 0.9508 Freq=49.99 Hz

EVERFINE CORPORATION
http://www.everfine.cn


