
Spectrum Test Report

Sample : 30120M-120LM/W-(3000K-6000K)-UGR Date : 2023-11-20 14:33:51

Specification : 30120M-120LM/W-(3000K-6000K)-UGR Sam. Status : 

Sample No. : 12 Instrument : HAAS-2000(EVERFINE)

Manufacturer : JT Test by : 

Assessor : damin

Test Condition
Temperature : 25.3Deg RH : 65.0%

WL Range : 350nm-1000nm IP : 49318 (75%)

T : 184 msTest Mode : Fast Test

Sensitivity : High

Spectrum
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.4348 y = 0.4013 / u' = 0.2504 v' = 0.5200 (duv=-8.12e-04)

CCT=  3014K         Prcp WL:    Ld=583.0nm      Purity=51.0%

Peak WL:  Lp=600nm  FWHM:   =118.9nm  Ratio:R=22.6% G=74.9% B=2.5%

Render Index: Ra = 80.7

R1 =79 R2 =90 R3 =96 R4 =79 R5 =79 R6 =88 R7 =81

R8 =54 R9 =0 R10=78 R11=78 R12=71 R13=81 R14=98 R15=71

WHITE:ANSI_3000K

 Photometric & Radiometric Parameters
Flux  = 4286.7 lm   Eff. : 121.14 lm/W  Fe  = 12.749 W

 (EQE):3556.7%

Electrical parameters

V = 220.0 V     I = 0.1670 A    P = 35.38 W PF = 0.9631

Kdisp(IEC) = 1.000 Freq=50.00 Hz

EVERFINE CORPORATION
http://www.everfine.cn



Spectrum Test Report

Sample : 30120M-120LM/W-(3000K-6000K)-UGR Date : 2023-11-20 14:38:05

Specification : 30120M-120LM/W-(3000K-6000K)-UGR Sam. Status : 

Sample No. : 19 Instrument : HAAS-2000(EVERFINE)

Manufacturer : JT Test by : 

Assessor : damin

Test Condition
Temperature : 25.3Deg RH : 65.0%

WL Range : 350nm-1000nm IP : 53520 (82%)

T : 215 msTest Mode : Fast Test

Sensitivity : High

Spectrum
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.3729 y = 0.3631 / u' = 0.2256 v' = 0.4943 (duv=-4.28e-03)

CCT=  4114K         Prcp WL:    Ld=581.6nm      Purity=20.9%

Peak WL:  Lp=449nm  FWHM:   =16.1nm  Ratio:R=18.6% G=77.6% B=3.8%

Render Index: Ra = 85.0

R1 =85 R2 =91 R3 =95 R4 =85 R5 =85 R6 =87 R7 =86

R8 =68 R9 =17 R10=78 R11=85 R12=67 R13=86 R14=97 R15=79

WHITE:ANSI_4000K

 Photometric & Radiometric Parameters
Flux  = 4220.2 lm   Eff. : 123.71 lm/W  Fe  = 13.099 W

 (EQE):3668.1%

Electrical parameters

V = 220.0 V     I = 0.1610 A    P = 34.11 W PF = 0.9631

Kdisp(IEC) = 1.000 Freq=50.00 Hz

EVERFINE CORPORATION
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Spectrum Test Report

Sample : 30120M-120LM/W-(3000K-6000K)-UGR Date : 2023-11-20 14:39:56

Specification : 30120M-120LM/W-(3000K-6000K)-UGR Sam. Status : 

Sample No. : 23 Instrument : HAAS-2000(EVERFINE)

Manufacturer : JT Test by : 

Assessor : damin

Test Condition
Temperature : 25.3Deg RH : 65.0%

WL Range : 350nm-1000nm IP : 42171 (64%)

T : 107 msTest Mode : Fast Test

Sensitivity : High

Spectrum
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.3170 y = 0.3353 / u' = 0.1985 v' = 0.4723 (duv=4.25e-03)

CCT=  6239K         Prcp WL:    Ld=493.2nm      Purity=5.4%

Peak WL:  Lp=447nm  FWHM:   =16.5nm  Ratio:R=13.2% G=81.8% B=5.0%

Render Index: Ra = 80.5

R1 =78 R2 =84 R3 =88 R4 =82 R5 =80 R6 =79 R7 =86

R8 =67 R9 =0 R10=63 R11=81 R12=58 R13=79 R14=94 R15=73

WHITE:ANSI_6500K

 Photometric & Radiometric Parameters
Flux  = 4277.4 lm   Eff. : 122.35 lm/W  Fe  = 13.516 W

 (EQE):3559.8%

Electrical parameters

V = 220.0 V     I = 0.1650 A    P = 34.96 W PF = 0.9631

Kdisp(IEC) = 1.000 Freq=50.00 Hz
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