
Spectrum Test Report

Sample : Date : 2025-05-27 08:43:10

Specification : 48201802 3000K Sam. Status : 

Sample No. : 1 Instrument : HAAS-2000(EVERFINE)

Manufacturer : M-ELEC Test by : DAMIN

Assessor : CHEN SONG YU

Test Condition
Temperature : 25.3Deg RH : 65.0%

WL Range : 350nm-1000nm IP : 52569 (80%)

T : 1566 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 3.763e+001mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.4457 y = 0.4055 / u' = 0.2556 v' = 0.5233 (duv=-1.26e-03)

CCT=  2869K         Prcp WL:    Ld=583.6nm      Purity=55.5%

Peak WL:  Lp=607nm  FWHM:   =120.2nm  Ratio:R=23.9% G=73.7% B=2.4%

Render Index: Ra = 83.2

R1 =82 R2 =92 R3 =96 R4 =82 R5 =82 R6 =90 R7 =82

R8 =59 R9 =8 R10=81 R11=82 R12=74 R13=84 R14=99 R15=74

LEVEL:OUT

 Photometric & Radiometric Parameters
Flux  = 1631.6 lm   Eff. : 106.00 lm/W  Fe  = 5.3850 W

Electrical parameters
V = 230.1 V     I = 0.07029 A    P = 15.39 W PF = 0.9515

Kdisp(IEC) = 0.9658 Freq=49.99 Hz

EVERFINE CORPORATION
http://www.everfine.cn



Spectrum Test Report

Sample : Date : 2025-05-27 08:44:24

Specification : 48201802 4000K Sam. Status : 

Sample No. : 2 Instrument : HAAS-2000(EVERFINE)

Manufacturer : M-ELEC Test by : DAMIN

Assessor : CHEN SONG YU

Test Condition
Temperature : 25.3Deg RH : 65.0%

WL Range : 350nm-1000nm IP : 48612 (74%)

T : 1566 msTest Mode : Fast Test

Sensitivity : Low

Spectrum
1.0 = 3.845e+001mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.3862 y = 0.3855 / u' = 0.2254 v' = 0.5062 (duv=1.98e-03)

CCT=  3913K         Prcp WL:    Ld=578.2nm      Purity=31.6%

Peak WL:  Lp=451nm  FWHM:   =18.7nm  Ratio:R=18.2% G=78.5% B=3.3%

Render Index: Ra = 81.8

R1 =80 R2 =88 R3 =94 R4 =81 R5 =80 R6 =83 R7 =86

R8 =63 R9 =3 R10=71 R11=80 R12=59 R13=82 R14=97 R15=73

LEVEL:OUT

 Photometric & Radiometric Parameters
Flux  = 1758.2 lm   Eff. : 112.86 lm/W  Fe  = 5.6846 W

Electrical parameters
V = 230.1 V     I = 0.07107 A    P = 15.58 W PF = 0.9525

Kdisp(IEC) = 0.9665 Freq=49.99 Hz

EVERFINE CORPORATION
http://www.everfine.cn


