EV=RFINE

EVERFINE HAAS-1200 Test Report 10f1

Spectrum Test Report
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Color Parameters:

Chromaticity Coordinate:x=0.3468 y=0.3575/u"=0.2103 v"=0.4878

CCT=4956K(Duv=0.0023) Dominant WL:Ld =571.2nm Purity=11.3%

Ratio:R=15.8% G=79.8% B=4_.3% Peak WL:Lp=452_.3nm FWHM=17_8nm

Render Index:Ra=82.9 CRI=75.5 AvgR=75.5

R1 =81 R2 =88 R3 =93 R4 =82 R5 =81 R6 =83 R7 =88
R8 =67 R9 =8 R10=71 R11=81 R12=54 R13=83 R14=96 R15=76
Photo Parameters:
Flux = 44450 Im Eff. : 137.51 Im/W Fe = 137.3 W
Electrical parameters:
V = 276.63 V 1 =1.209 A P = 323.3 W PF = 0.9665
LEVEL:-OUT WHITE:ANS1_5000K
Status: Integral T = 13 ms |Ip = 47331 (72%)
Model :LM 320 Number:1
Tester: Date:2017-10-27 09:21:52
Temperature :Deg Humidity:%

Manufacturer: Remarks:GLASS 798L




