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OFFICIAL LISTING

NSF certifies that the products appearing on this Listing conform to the requirements of  

This is the Official Listing recorded on March 11, 2020. 

AGC Lighting Co., Ltd.
Building A, Jian'an Road No.3, Fuyong
Bao'an District, Shenzhen
Guangdong
China

Light Fixture for Splash and Non-food Zone

LED High Bay Light
[1]

NSF/ANSI 2 - Food Equipment 

86 755 3358 1001

HB06-100

HB06-100-(3)-(4)

HB06-100/G

HB06-100/G-(3)-(4)

HB06-100/GH-(3)-(4)

HB06-100/GHT-(3)-(4)

HB06-100/GT

HB06-100/GT-(3)-(4)

HB06-100/H-(3)-(4)

HB06-100/HT-(3)-(4)

HB06-100/T

HB06-100/T-(3)-(4)

HB06-120

HB06-120-(3)-(4)

HB06-120/G

HB06-120/G -(3)-(4)

HB06-120/GH -(3)-(4)

HB06-120/GHT-(3)-(4)

HB06-120/GT

HB06-120/GT-(3)-(4)

HB06-120/H-(3)-(4)

HB06-120/HT-(3)-(4)

HB06-120/T

HB06-120/T-(3)-(4)

HB06-150

HB06-150-(3)-(4)

HB06-150/G

HB06-150/G-(3)-(4)

HB06-150/GH-(3)-(4)

HB06-150/GHT-(3)-(4)

Facility: Shenzhen, China
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HB06-150/GT

HB06-150/GT-(3)-(4)

HB06-150/H-(3)-(4)

HB06-150/HT-(3)-(4)

HB06-150/T

HB06-150/T-(3)-(4)

HB06-200

HB06-200-(3)-(4)

HB06-200/G

HB06-200/G-(3)-(4)

HB06-200/GH-(3)-(4)

HB06-200/GHT-(3)-(4)

HB06-200/GT

HB06-200/GT-(3)-(4)

HB06-200/H-(3)-(4)

HB06-200/HT-(3)-(4)

HB06-200/T

HB06-200/T-(3)-(4)

HB21-(1)(2)-(3)-(4)

HB39-(1)-(2)-(3)-(4)-(5)-(6)
[2]

(1) Can be any number to represent wattage.
(2) Can be any number, letter , slash or blank to represent function or input voltage.
(3) May be any number, letter or blank to represent CCT and CRI.
(4) May be any number, letter or blank to represent emission angle.

(1) Can be 3 characters to designated wattage.
(2) May be up to 4 characters to designate distribution.
(3) May be up to 10 characters to designate distribution.
(4) May be blank or up to 3 characters to designate operating
    voltage.
(5) May be blank or up to 5 characters to designate fixture
    color.
(6) May be blank or up to 5 characters for commercial purposes.
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